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Coast Guard, DHS § 160.035–11

and accessories, and when carried, the 
radio cabin, searchlight, and their ac-
cessories. The volume of such equip-
ment extending above the sheer line 
need not be deducted. 

[CGFR 65–9, 30 FR 11467, Sept. 8, 1965, as 
amended by CGD 95–028, 62 FR 51213, Sept. 30, 
1997]

§ 160.035–10 Number of persons al-
lowed in lifeboats. 

(a) The maximum number of persons 
for which the lifeboat may be rated is 
determined as noted in paragraphs (a) 
(1), (2), and (3) of this section. The 
smallest number obtained is the num-
ber to be used. 

(1) The number of persons which a 
lifeboat shall be permitted to accom-
modate shall be equal to the greatest 
whole number obtained by dividing the 
capacity in cubic feet by the factor 
shown in Table 160.035–10(a). The net 
cubic capacity shall be determined by 
§ 160.035–9(b).

TABLE 160.035–10(A) 

Length in feet— 
Factor 

Of— But less than— 

18 ................................ 14
18 ................................. 20 ................................ 13
20 ................................. 22 ................................ 12
22 ................................. 24 ................................ 11
24 ................................. Or over ........................ 10

(2) The number of persons permitted 
in the lifeboat shall not exceed the 
number for which seating space is pro-
vided as determined by drawing figures 
to scale of a size as noted in Figure 
160.035–10(a)(2) on an arrangement plan 
of the lifeboat. 

(3) The number of persons permitted 
in the lifeboat shall not exceed the 
number of persons wearing life pre-
servers which can be seated in the life-
boat without interfering with the use 
of the oars or the operation of other 
propulsion equipment.

FIGURE 160.035–10(A)(2)

(b) [Reserved]

§ 160.035–11 Inspection and testing of 
lifeboats. 

(a) General. Coast Guard marine in-
spectors shall be admitted to any place 
in the builder’s factory where work is 

done on these lifeboats or component 
materials or parts. Lifeboats shall be 
inspected during the course of con-
struction to determine that the ar-
rangements and materials entering 
into the construction are in accordance 
with approved plans, and to insure that 
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